RolP - Hytera programowanie
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1.1. Radio to PC Network

Forward to PC: YES

Accessory Port Communication; USB

Radio's USB Network communication protocol: RNDIS
Send USB Serial Number: YES

Radio ta PC Network

Radio Control Station P 192 . 162

PC P 192.168.10.2

Netmask 255.235.255.0

Forward To PC ¥/

Accessory Port Communication | USB

Radig’s USE Network communication protecol | RNDIS

Send USS Serial Mumber

1.2. Radio to Radio Network

Subnet, Group Subnet: Te parametry muszg by¢ ustawione zgodnie z parametrami sieci radiowe;j
uzytkownika. Parametry te muszg by¢ ustawione takze (zgodne) w ustawieniach pofaczen w
Konsoli Dyspozytorskiej, czy tez programie TRX RolP (zaktadka “DMR”, “CAl net” i ,,CAl
group”). Dla pofgczenia w programie TRX RolP typ radia musi by¢ ustawiony jako Hytera

MD78x (RCP).

Radio to Radioc Metwork

Radio IP 12.0.0.1

Subnet 12

Group Subnet 225

Metmask 255.0.0.0
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1.3. Radio Services

RCP Port: 3005

Radio Services
RRS & GPS Radio D 1

RRS & GPS Radic P 10.0.0.1

RAS Port 2002

GPS Port 2003

TMS Port 5016

RCPPort <005

2. CPS —» Common — Ul Settings
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2.1. Volume

SPK Selection: Only External
MIC Selection: Only External

Volume

identifier 115

identifier 116

identifier 119

h'lax\.l’l:llume[g

Min anume[gff

Internal Tone Max Gain [dB] [_24

External Tone Max Gain [dB] [_24

Always Treble Boost [

Lao []
Output Audio Limiter [

Cutput Audio Limit Level | -15

L0 Max Boost Volume[da] | 10

SPK Selection [Onhr External

MIC Selection | Only External
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3. CPS - Common — Ul Settings
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3.1. Ignition Sense

Ignition Sense Type: Ignition or Switch
Ignition Off Time: 00:00

lgnition Sense

Ignition Sense Type | Ignition or Switch -
Ignition OFf Time  00: 00 =
TRX S.C. tel. 85 662 88 11
15-743 Biatystok !E}x fax. 85 662 88 10
ul. Wierzbowa 8

trx@trx.pl
3
Www.trx.pl


mailto:trx@trx.pl

	1. CPS → Conventional → General Settings → Network
	1.1. Radio to PC Network
	1.2. Radio to Radio Network
	1.3. Radio Services

	2. CPS → Common → UI Settings
	2.1. Volume

	3. CPS → Common → UI Settings
	3.1. Ignition Sense


